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Included in this fax is an amended set of claims which reflect the changes I would like to be 
made to the claims presented in the Examiner's Amendments of 04/13/09. Most of the 
changes can be easily seen in the amended set of claims. However, I have added commas 
which may not be readily visible. Specifically, commas have been added to the following 
portions of the claims: 



Claim 12, Line 1; 
Claim 15, Line 5; 
Claim 21, Line 4; 
Claim 22, Line 5; 
Claim 25, Line 7; and 
Claim 31, Line 7. 
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Attorney's Docket No. 6570P01 1 

EXAMINER'S PROPOSED CLAIM AMENDMENTS 

1 . (Currently Amended) A method comprising: 

establishing communication between a plurality of non- Java-based server nodes and a 
plurality of Java-based server nodes via an intermediate server, wherein Java-based server nodes 
are server nodes that implement Java 2 Platform Enterprise Edition (J2EE) applications; 

generating a packet, on a first non- Java-based server node, to be transmitted from the first 
non-Java-based server node to a first Java-based server node; 

specifying in a header of the packet an address of the first Java-based server node and 
information that indicates tiiat the packet is generated by die first non-Java-based server node; 

forwarding the packet to the intermediate server from the first non-Java-based server 

node; 

forwarding the packet to die first Java-based server node from the intermediate server 
based on the address provided in the header of the packet, wherein the packet header is formatted 
to be compatible with the format of the first Java-based server node such that it can be decoded 
by the first Java-based server node, wherein the intermediate server providing interoperability of 
communications between the Java based server nodes and the non- Java based server nodes; 

maintaining a list of services, the list of services includes processes and tasks performed 
by the Java-based server nodes; and 

maintaining a list of services, the list of services includes processes and tasks performed 
by the non-Java-based server nodes, wherein the maintained lists of services facilitate 
communications between the fir-st-Java-based server nodes and fes^ die non- Java-based server 
nodes. 

2, (Currently Amended) The mediod of claim 1 , further comprising; 

generating a second packet to be transmitted from a second Java-based server node[[s]] to 
a second non-Java-based server node[[s]]; 

specifying in a header of the second packet an address of the second non- Java-based 
server node and information diat indicates that the packet is generated by the second Java-based 
server node[[s]]; 
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forwarding the second packet to the intermediate server from the second Java-based 
server node[[s]]; and 

forwarding the second packet to the second non-Java-based server node from the 
intermediate server based on the address provided in the header o f the second packet. 

3, (Previously Presented) The method of claim 1 further comprising: 

sending notification of a status of each of the listed services to the non- Java-based server 
nodes such that the maintained lists of services can be updated. 

4, (Currently Amended) The method of claim 1+3- , further comprising: 

sending notification of a status of each of the listed services to the Java-based server 
nodes such that the maintained lists of services can be updated. 

5 , (Currently Amended) The method of claim H-4, wherein the maintaining a list of services 
is accomplished by the intermediate server and the sending notification of a status of each of the 
listed services is accomplished by the intermediate server. 

6, (Cancelled) 

7, (Currently Amended) A system comprising: 

a plurality of non- Java-based server nodes, each of the non- Java-based server nodes 
executing software instructions to attach a header to a body of a packet, the header including 
information to specify that the packet originated from a first non- Java-based server node[[s]], 
wherein Java-based server nodes are server nodes that implement Java 2 Platform Enterprise 
Edition (J2EE) applications; 

a plurality of Java-based server nodes, each of the Java-based server nodes executing 
software instructions to attach a header to a body of a packet, the header including information to 
specify that the packet originated from a first J ava-based server node; asd 

a message server coupled between the Java-based server nodes and the non- Java-based 
server nodes to establish communication between the first Java-based server node and the first 
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non- Java-based server node,_by. formatting each packet header such that it is compatible with a 
format of a destination server; and 

an enqueue server coupled between the Java-based server nodes and the non-Java based 
server nodes to provide central locking services to lock access to resources in the system for use 
during communications between the first Java-based server node and the first non-Java based 
server node such that communications between the first Java-based server node and the first non- 
Java based server node are not interrupted. 

8 . (Currently Amended) The system of claim 7, further comprising a dispatcher to distribute 
client requests for services to the Java-based server nodes and the non-Java based server nodes 
server nodes -efrfl ia rospoot *v^4ftstawee, such that the dispatcher distributes the load amongst the 
Java-based server nodes and the non- Java based server nodes during communications. 

9. (Previously Presented) The system of claim 7, wherein the message server provides 
communications between the Java-based server nodes and the non- Java based server nodes by 
routing message packets between the non Java-based server nodes and the Java-based server 
nodes. 

1 0. (Previously Presented) The system of claim 7, wherein the message server is to assign a 
service identification associated with each type of services executed on the server nodes, wherein 
assigning the service identifications assists in providing communications between the Java-based 
server nodes and the non-Java based server nodes. 

1 1 . (Previously Presented) The system of claim 10, wherein the message server includes a 
service repository to maintain a list of the assigned service identification and corresponding 
service names, wherein maintaining the service identifications and the service names assists in 
providing communications between the Java-based server nodes and the non-Java based server 
nodes. 

12. (Currently Amended) The system of claim 8 4 wherein the message server further 
comprises; 

"7GP0I1 3 10/750,280 
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a first repository to maintain a list of services currently being executed on the non-Java- 
based server nodes; and 

a second repository to maintain a list of services currently being executed on the Java- 
based server nodes, wherein the first and second repositories facilitate distribution of load by 
indicating currently executing services. 

13. (Currently Amended) The system of claim 8, wherein the message server is to maintain a 
list of services performed by the Java-based server nodes and the non-Java based server node[[s]] 
and a status corresponding to each of die listed services, and to send notification of the status of 
the listed services to the dispatcher such that the dispatcher distributes the load in each instance 
following requests for services, 

14. (Cancelled) 

1 5 . (Currently Amended) A message server comprising: 

a first communication interface to establish communication with a plurality of non-Java- 
based server nodes; 

a second communication interface to establish communication with a plurality of Java- 
based server nodes., wherein Java-based server nodes are server nodes that implement Java 2 
Platform Enterprise Edition (J2EE) applications; and 

a controller to transfer packets between the non-Java-based server nodes and die Java- 
based server nodes, the controller to ensure the packets are received by a destination server node 
by resending the packets if a confirmation of receipt has not been received from die destination 
server node. 

16. (Previously Presented) The message server of claim 15, wherein the controller is to 
assign a service identification associated with each type of services executed on the Java based 
server nodes and non- Java-based server nodes, wherein assigning die service identifications 
assists in providing communications between the first and second communications interfaces. 

1 7. (Previously Presented) The message server of claim 1 6, further comprising: 
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a service repository maintain a list of the assigned service identification and 
corresponding service names, wherein maintaining the service identifications and the service 
names assists in providing communications between the first and second communications 
interfaces. 

18. (Previously Presented) The message server of claim 15, fiuther comprising; 

a first repository to maintain a list of services currently being executed on the non- Java- 
based server nodes; and 

a second repository to maintain a list of services currently being executed on the Java- 
based server nodes, wherein the first and second repositories facilitate distribution of load by 
indicating currently executing services. 

19. (Previously Presented) The message server of claim 17, wherein the controller is to send 
notification of a status of each of the services listed in the first repository to the non-Java-based 
server nodes such that the maintained lists of services can be updated. 

20. (Previously Presented) The message server of claim 17, wherein the controller is to send 
notification of a status of each of the services listed in the second repository to the Java-based 
server nodes such that the maintained lists of services can be updated. 

2 1 . (Currently Amended) A machine-readable medium that provides instructions, which 
when executed by a processor cause the processor to perform operations comprising: 

establishing communication with a plurality of non- Java-based server nodes; 

establishing communication with a plurality of Java-based server nodes^ wherein Java- 
based server nodes are server nodes that implement Java 2 Platform Enterprise Edition (J2EE) 
applications; 

transferring packets between the non- Java-based server nodes and the Java-based server 
nodes; and 

ensuring the packets are received by a destination server node by resending the packets if 
a confirmation of receipt has not been received from a destination server node. 
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22. (Currently Amended) The machine-readable medium of claim 2 1 , wherein the operations 
performed by the processor further comprise: 

assigning a service identification associated with each type of services executed on die 
server nodes; and 

maintaining a list of the assigned service identification and corresponding service names^ 
wherein maintaining the service identifications and the service names assists in providing 
communications between the non- Java-based server nodes and the Java-based server nodes. 

23. (Previously Presented) The machine-readable medium of claim 21, wherein the 
operations performed by the processor further comprise: 

maintaining a list of services currently being executed on the non-Java-based server 
nodes in a first repository; and 

maintaining a list of services currently being executed on the Java-based server nodes in a 
second repository, wherein each list facilitates distribution of load by indicating currently 
executing services. 

24. (Previously Presented) The machine-readable medium of claim 23, wherein the 
operations performed by the processor further comprise: 

sending notification of a status of each of the services listed in the first repository to the 
non- Java-based server nodes such that the maintained lists of services can be updated; and 

sending notification of a status of each of the services listed in the second repository to 
the Java-based server nodes such that the maintained lists of services can be updated. 

25. (Currently Amended) A system comprising: 

means for generating a packet on a first non-Java based server node such that a header of 
the packet specifies an address of a first Java-based server node a wherein Java-based server 
nodes are server nodes that implement Java 2 Platform Enterprise Edition (J2EE) applications; 

means for indicating that the packet is generated by a non- Java based server node; 

means for forwarding die packet to intermediate communication means from the first 
non- Java-based server node[[s]]^ wherein the intermediate communication means provides sefvey 
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providing interoperability of communications between the Java based server nodes and the non- 
Java based server nodes; and 

means for forwarding the packet to the first Java-based server node from the intermediate 
communication means based on the destination address provided in the header of the packet; 

means for maintaining a list of services, the list of services includes processes and tasks 
performed by the first Java-based server node, wherein maintaining the list of service 
identifications and the service names assists in providing communications between the first non- 
Java-based server node and the first Java-based server node; and 

means for sending notification of a status of each of the listed services to the first Java- 
based server node, the notification indicates whether the service is running or stopped such that 
the maintained list of services can be updated. 

26. (Previously Presented) The system of claim 25, further comprising: 

means for generating a second packet on a second Java based server node such that a 
header of the second packet specifies an address of a second non- Java-based server node and that 
the second packet originated from a Java-based server node[[s]]; 

means for forwarding the second packet to the intermediate communication means from 
the second Java-based server node; and 

means for forwarding the second packet to the second non- Java-based server node from 
the intermediate communication means based on the destination address provided in the header 
of the second packet. 

27. (Previously Presented) The system of claim 26, wherein the intermediate communication 
means further comprises: 

means for maintaining a list of services performed by the Java-based server nodes 
wherein maintaining the list assists in providing communications between the Java-based server 
nodes and the non- Java-based server nodes; and 

means for sending notification of a status of each of the listed services to the Java-based 
server nodes such mat the maintained list of services can be updated. 
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28. (Previously Presented) The system of claim 27, wherein the intermediate communication 
means further comprises: 

means for maintaining a list of services performed by the non- Java-based server nodes 
wherein maintaining the list of service identifications and the service names assists in providing 
communications between the non- Java-based server nodes and the Java-based server nodes; and 

means for sending notification of a status of each of the listed services to the non- Java- 
based server nodes such that the maintained list of services can be updated. 

29. (Previously Presented) The system of claim 25, wherein the intermediate communication 
means further comprises: 

means for establishing communication with a plurality of non- Java-based server nodes; 
means for establishing communication with a plurality of Java-based server nodes; and 
means for transferring packets between the non-Java-based server nodes and the Java- 
based server nodes. 

30. (Previously Presented) The system of claim 25, wherein the intermediate communication 
means further comprises: 

means for assigning a service identification associated with each type of services 
executed on the Java based server nodes and the non- Java based server nodes; and 

means for maintaining a list of the assigned service identification and corresponding 
service names, wherein maintaining the service identifications and the service names assists in 
providing communications between the Java-based server nodes and the non- Java-based server 
nodes. 

3 1 . (Currently Amended) A system comprising: 

a plurality of non- Java-based server nodes, each of the non- Java-based server nodes 
executing software instructions to attach a header to a body of a packet, the header including 
information to specify that the packet originated from a first non- Java-based server node; 

a plurality of Java-based server nodes, each of the Java-based server nodes executing 
software instructions to attach a header to a body of a packet, the header including information to 
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specify that the packet originated from a first Java-based server node 4 wherein Java-based server 
nodes are server nodes that implement Java 2 Platform Enterprise Edition (J2EE) applications; 

a message server coupled between the Java-based server nodes and the non-Java-based 
server nodes to establish communication between the first Java-based server node and the first 
non- Java-based server node by formatting each packet header such that it is compatible with a 
format of a destination server, the message server comprising: 

a first repository to maintain a list of processes and tasks performed by the 
plurality of non-Java based server nodes, the first repository includes a plurality of rows 
each associated with a service performed by a non- Java based server and a plurality of 
columns which identify attributes associated with each service, the attributes include a 
server identification to indicate a server performing the service, a service mask to identify 
the type of service, and a status to indicate the status of the service; 

a second repository to maintain a list of processes and tasks performed by the 
plurality of Java based server nodes, the second repository includes a plurality of rows 
each associated with a service performed by a Java based server and a plurality of 
columns which identify attributes associated with each service, the attributes include a 
server identification to indicate a server performing the service, a service mask to identify 
the type of service, and a status to indicate the status of the sendee; and 

a third repository to maintain a list of assigned service identifications and their 
corresponding service names, the third repository includes a plurality of rows each 
associated with a service and a plurality of columns which identify attributes associated 
with each service, the attributes include a service name to indicate the name of the service 
and an assigned service mask to indicate the type of service. 
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